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(54) Title: FLAME-RETARDANT MIXTURE FOR LIGNOCELLULOSE COMPOSITES 
(54) Bezeichnung: FLAMMSCHUTZMISCHUNG FUR LIGNOCELLULOSISCHE VERBUNDSTOFFE 

(57) Abstract: The invention relates to a flame-retardant mixture for lignocellulose composites comprising 60 to 90 percent by 
weight of particulate and/or fibrous lignocellulose materials and 40 to 10 percent by weight of a flame retardant concentrate that is 
immobilized on and/or in the particulate and/or fibrous lignocellulose materials acting as carriers. Said flame retardant concentrate 
contains flame retardants of the boric acid type and/or the salts thereof, melamine resins, optional synergists, and other additives. The 
flame retardants are chemically coupled to the melamine resins while the flame retardant concentrates are immobilized on and/or 
in the carrier substance of the particulate and/or fibrous lignocellulose materials. The flame retardant mixture can be produced 
using a liquid impregnation method, a melt impregnation method, and a liquid impregnation-solid mixing method. Flame -resistant 
lignocellulose composites can be produced by melt-processing mixtures comprising 40 to 95 percent by weight of flame retardant 
and 60 to 5 percent by weight of duromer prepolymers, the duromers being hardened. As flame-resistant semifinished products and 
molding materials, the inventive lignocellulose composites provide great resistance against infestations by insects, fungi, and mold 
while the flame-retardant mixture is provided with great resistance against washing out Preferably, said lignocellulose composites 
are suitable for exterior applications in the construction and leisure sector. 

(57) Zusammenfassung: Die Erfindung betrifft eine Flammschutzmischung fur lignocellulosische Verbundstoffe aus 60 bis 90 
Masse% partikelformigen und/oder faserformigen lignocellulosischen Stoffen und 40 bis 10 Masse% eines an und/oder in die 
partikelformigen und/ oder faserformigen lignocellulosischen Stoffe tragerfixierten Flarnmschutzmittel-Konzentrats, bestehend 
aus Flammschutzmitteln vom Typ Borsauren und/oder deren Salze, Melaminharzen und gegebenenfalls Synergisten und weiteren 
CD Additiven, wobei die Flammschutzmittel chemisch gekoppelt an die Melaminharze, und die Flammschutzmittel-Konzentrate an 
|^ und/oder in der Tragersubstanz der partikelformigen und/oder faserfbrmigen lignocellulosischen Stoffe tragerfixiert vorliegen. Die 
Herstellung der Flammschutzmischung kann nach einem Flussigimpragnierverfahren, einem Schmelzeimpragnierverfahren und 
^ einem nussigimpragnier-Feststoffhiischverfahren erfolgen. Flammgeschiitzte lignocellulosische Verbundstoffe lassen sich durch 
Schmelzeverarbeitung von Mischungen aus 40 bis 95 Masse% Flammschutzmittel und 60 bis 5 Masse% Duromer-Prepolymeren 
unter Aushartung der Duromeren herstellen. Die lignocellulosischen Verbundstoffe besitzen als schwerentflammbare Halbzeuge 
und Formstoffe eine hohe Resistenz gegeniiber Insektenbefall, Pilz- und Schimmelbefall sowie eine hohe Auswaschresistenz der 
Flammschutzmischung und sind bevorzugt fur Anwendungen im AuBeneinsatz auf dem Bau- und Freizeitsektor geeignet 
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vor Ablauf der fiir Anderungen der Anspruche geltenden 
Frist; Veroffentlichung wird wiederholt, falls Anderungen 
eintreffen 



Zur Erklarung der Zweibuchstaben- Codes und der under en Ab- 
kurzungen wird auf die Erkldrungen ("Guidance Notes on Co- 
des and Abbreviations") am Anfang jeder regularen Ausgabe der 
PCT -Gazette verwiesen. 



